
 

Part No: IC107PMGXX 
Rev: F 
Page 1 of 2 

I   888-ASK-4ICC  icc.com  csr@icc.com   I 

 
© Copyright 2015, ICC. This document and the designs, specifications and information contained herein are the property of ICC. Reproduction, modification, 

alteration or unauthorized use without ICC’s approval is strictly prohibited. ICC and the ICC logo are registered trade name and trademark of ICC. All rights reserved. 

 

Product Specification 

Gold Plated Binding Post Module 

 

Package Includes: 

A. Gold Plated Binding Post Module, 2 Pieces 
 

 

 

  

 

 

 

Features and Benefits 

• Gold plating for optimum connection quality and exceptional performance 

• Binding posts accept up to 8 AWG multi-stranded audio wire or banana plugs to allow  

ample current flow to high wattage speakers providing superior fidelity sound 

• Provides a clean and neat appearance installation 

• Angled front and rear wire inserts for easy speaker wire termination 

• Supplied as a pair with red and black bands for easy polarity identification 

• Compatible with all IC107 faceplates, inserts, surface mount boxes, and blank patch panels 

• Compatible with all IC108 furniture faceplates, bezels, and surface mount boxes 

• Available in almond, black, ivory, and white 

• ANSI/TIA-568-C and UL 1863 compliant 

• Country Of Origin: Taiwan 

• TAA Compliant 
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Product Specification 
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NOTE: UNLESS OTHERWISE SPECIFIED 

1. Housing: 

 A. Material: ABS, UL 94V-0 

 B. Color: XX: AL-Almond, BK-Black, IV-Ivory, & WH-White 

2. Binding Post: 

 A. Material: Brass with 3 Micron Gold Plating 

 B. Polarity Band Color: 1 Black, 1 Red 

3. Electrical: 

 A. Dielectric withstanding Voltage: 1000V RMS @ 60Hz for 1 Minute 

 B. DC Bulk Resistance: 20m OHM Max 

 

 

  

 


